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INSPIRED BY YOUR VISION
Your vision is to take concrete construction to new heights. 
We turn that vision into real-world solutions through 
precision research and development, testing and technology. 

Together we are redefining what is possible in the 
concrete construction industry. Our Innovation Center 
is comprised of:

 • A state of the art chemical lab
 • A full-featured mechanical test facility
 • Product demonstration areas
 • Contemporary training and meeting areas

Bring us your ideas and we will deliver your solution.

Call today: 888-977-9600 Perform with Precision™























































































































































































































































































Improper Use of Bridge Deck Accessories May Cause 
Property Damage, Serious Injury or Death

Read, understand and follow the information and instructions in 
this publication before using any of the Dayton Superior concrete 

accessories displayed herein.  When in doubt about the proper 
use or installation of any Dayton Superior concrete accessory, 

immediately contact the nearest Dayton Superior Service Center 
or Technical Service for clarification.

Safety Information

Definitions
• Dead load is the actual weight of the concrete plus the weight of the formwork per 

square foot of form contact area.

• Design load is the combined weight, per square foot of form contact area, of dead load 
and live load.

• Factor of safety is a term denoting the theoretical reserve capability of a product.  It is 
determined by dividing the ultimate load by the safe working load.  This is expressed as 
a ratio: for example 2 to 1.

• Form anchor is a devise used to secure formwork to previously placed concrete of 
adequate strength.

• Form hanger is a device used to suspend formwork from structural steel beams, 
fabricated steel  girders, precast concrete girders or other members.

• Impact load is a dynamic load such as the loads resulting from the motion of machinery, 
dumping of concrete or similar moving forces.  An impact load may have an effective 
loading several times the design load.

• Live load is a load imposed during the construction process, such as material storage, 
workers and equipment.

• Safe working load is the maximum load that should be applied to a product.

• Ultimate load is the average load at which a product will no longer support a load or will 
fail.
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